English
TECNICAL DATES

MOD: SGR 1550
· Bone saw homologate 
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· Stainless steel work table  

· Blade guide with security protection  

· Push meat incorporate
· Removable Pulley
· Motor Mono-phase 1 CV ( 0,75 KW ) 50hz O 60hz. 

· Low electric voltage 24 V.

· Motor three-phase ( at request ) 

· Safety Micro switch on cover
· Emergency stop button 
· Rpm 1400 / min   

· Blade length 1550 mm.

· Maximum cutting height 260 mm

· Dimensions work-table 330 x 330 mm

· Dimensions machine 440 x 370 x 810 mm
· Dimensions package 950 x 450 x 450 mm
· Gross weight 30 kg.  

Professional high-performance bone saw for use in restaurants, hotels, communities and butcher shops.
The machine is complete with all safety required by the most rigorous European Directives CE. 
This machine is ideal for processing meat with bones, frozen fish, frozen poultry ecc. The machine has heavy body in aluminium anodised and polished for an excellent hygiene, this machine is very easy for use, and very easy to change the steel blade.
MOD: SVR 1550

TECNICAL DATES

· Stainless steel work table  

· Runner blade with security protection  

· Push meat incorporate
· Pulley removable  
· Motor Mono-phase 1 CV ( 0,75 KW ) 50hz O 60hz. 

· Low electric voltage 24 V.

· Motor three-phase ( at request ) 

· Machine extra CE ( at request CE )

· Rpm 1400 / min   

· Blade length 1550 mm.

· Maximum cutting height 260 mm

· Dimensions work-table 330 x 330 mm

· Dimensions of machine 320 x 420 x 820h mm
· Dimensions packaging 420 x 400 x 890 mm
· Gross weight 30 kg. 

Professional high-performance bone saw for use in restaurants, hotels, communities and butcher shops. 

This bone saw is very strong machine in aluminium panted at height temperature, to guaranty a longer years.  

This machine is ideal for processing meat with bones, frozen fish, frozen poultry ecc. The special and very elegant pant guaranty an excellent hygiene, this machine is very easy for use, and very easy to change the steel blade.
_1189710559

